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EP1221652 

BACKGROUND [0003] The Universal Serial Bus (USB) is a cable bus 
that ... The custom property section includes information 
corresponding to one or more ... 

svvpat.ffii.de/pikta/txt/ep/1221/652/ - 46k - Cached - Slmijar.Bgges 



Custom USB.com FlashDrive 
USB Flash Drive with your Logo! 
32mbto 2GB, Low Prices Guaranteed 
www.CustomUSB.com 
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Using MSMQ for Custom Remoting Channel. - The Code 
Project - C# ... 

Each side of the connectivity has own custom properties to configure a channel ... After all 
the above checks, start the server host program and then client ... 

www.codeproject.com/csharp/msmqchannel. asp? 

df=1G0&forumid=3021&exp==0&seiect==616175 - 89k - Cached - SimfeLSasts 

Using MSMQ for Custom Remoting Channel. - The Code Project - C# ... 
This is a custom channel property. Its format is corresponding with the MSMQ ... After all 
the above checks, start the server host program and then client ... 

www,codeproject.com/csharp/msmqchanne!,asp - 87k - Cached - Simijar pages 

rPDFi USB2524 USB MultiSwitch Hub Data Brief - SMSC 
FH& Format: PDF/Adobe Acrobat 

Custom Serial String. — Assignment of downstream ports to upstream hosts ... available to 
one or the other of the upstream USB host controllers, ... 

www.smsc.com/main/datasheets/2524db.pdf - Similar pages 

rppR Cypress USB 2.0 Mass Storage Device Driver for Windows 
File Format: PDF/Adobe Acrobat - View as HTML 

mass storage devices through the USB 2.0 host. For many ... Allows custom strings to be 
displayed in the Device Man- ... 

www.cypress.com/'.. ./materials/contents/ 

cypress_usb_2_0_mass_storage_device_driver_for_windows_4.pdf - Simjiar |>ages 
Robosapien PC Control Setup 

It allows you to create a custom graphical user interface (GUI) with buttons that you can ... 
First thing make sure that the USB-UIRT, Girder, ML Server, ... 

www.evosapienxonvrobosapien- hack/ jsamans/robosapien/pcmod.htm - 13k ■■ 

Cached - SirT]iiar.pages 

CampusTech.com - Microsoft Visual FoxPro 9.0 Academic Edition 
Exchange data with SQL Server through enhanced SQL language capabilities and ... 
Personalize the Properties Window with your favorite properties, custom ... 

www.campustech.com/c/campust/MSCD921 16WIAE.html - 56k - Cached - Simijar.Qisaes 

Merus - e-commerce software solutions for business-to-business and ... 
Extends - this property can only be set for String lists. ... The attribute properties outlined 
above do not apply to custom attributes. ... 

www.merus.co.uto'product - 31k - Cached - Similar pages 

Release Notes for This Beta Release of Windows Server Code Name ... 
However, you can use a removable universal serial bus (USB) flash drive for the ... To 
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Runtime Configuration Guidelines: Property List Key Sponsored Links 

Reference 

Each entry in this property's array is a string identifying the language Custom USB.com FlashDrive 

name ... For example, you might want to prevent users from accessing . USB Flash Drive with your Logo! 

a custom USB ... 32mb to 2GB, Low Prices Guaranteed 

developer.apple.com'documentation/MacOSX/ www.CustomUSBxom 
Conceptual/BPRuntimeConfig/Articies/PListKeys.htm! - 84k - 
Cached - SlmMar pages 

kikizas.net » USB applications 

20051 1 : HTTP server to transfer files. Easy to use, w/ extended help file. ... include: 
custom hotkeys, folding, highlighting of found strings, macros, ... 

www.kikizas.net/en/usbapps.htmi - 41 k --Cached - Simjlarpa^es 

EP1221652 Microsoft european software patent - System and method ... 
[0003] The Universal Serial Bus (USB) is a cable bus that supports data exchange ... a 
custom property section comprised of one or more custom property ... 

gauss.fiii.org/PatentView/EP1221652 - 62k - Cached - Sinilar pages 

Waaargh.NET : 

NET properties with attributes that declare which xml nodes are going to be ... 2. put the 
plugin dll in the ccnet server folder 3. put the custom xml in ... 

dotnetjunkies.com/WebLog/appeng/default.aspx - 112k - Cached - Sjmijar pa^es 

BlackBerry 

Client catcher is used when the server encodes the contact data into a non-standard format 
then sends it to a custom application that must be installed on ... 

www.blackbeny.com/developers/ journa!/lu!y_2005/net_pushing_muitipie.shtml - 31k - 
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Push messages that automatically launch a Java mobile application 
Pushing messages to a mobile device from a server and automatically ... Add the custom 
property SMS-Port. Click on thumbnail to view full-sized image. ... 

www.javaworid.corri/javaworld/ jw-04-2006/jw-041 7-push.html - Sirnyar.gages 

SQL Server Working with Flat-Files. BizTalk Server tutorials 

Field Property Name, Meaning and Usage. Custom Date/Time Format, Specifies a 

character string indicating the format of date/time fields. ... 

vvww,dotnetspider,corWkb/Article1 952.aspx - 32k - Cached - Similar pages 

Gautam Goenka (MSFT) 

The Assembly Version task makes the checkin with a fixed comment string and while ... 
Passing custom properties to each individual solutions in Team Build ... 

blogs.msdn.com/gautamg/ - 83k - Cached - Sjmilar.pages 

Commonality - Tuesday. 31 January 2006 

NET application expects the message contents to be a string, ... by the way) custom 
pipeline component for BizTalk Server: The FixEncodingComponent. ... 

wvAv.winterdom.comAvebiog/defauit.date^OOS-OI-SI .aspx - 65k - Cached - SjmiJar 
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Coding4Fun: System Monitor 

Utilities exist to monitor hard drive health, but it looks like USB hard 
drives aren't ... Host custom Monitors. Provide an interface for custom 
Notifiers. ... 

msd n . microsoft, co m/coding4f u n/ 

coolapplications/sysmonitor/default.aspx - 50k - Cached - SjM(ai.pa&es 
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Custom USB.com FlashDrive 
USB Flash Drive with your Logo! 
32mb to 2GB, Low Prices Guaranteed 
www.CustomUSB.com 



Pager Preferences 

To find the COM port number for the USB modem, use the Settings->Network and ... Name: 
This columns displays the custom name description string assigned to ... 

schist.und,nodak.edu;8888/SiieScope/docs/PagerPref.htm - 18k - Cached - SjrnN£f:.££ges 

Sun Tools & Products Forums - CD-RW ATAPI CD-RW in USB External ... 
Hardware properties: name= , usb-product-name' type=string items=1 va!ue='E-USB 
Bridge' ... host operating system that an USB mass storage device is attached ... 

forum.sun.com/jive/thread. jspa?threadiD-77448&tstart=12Q - 44k - Cached - Sj.jT)ijarpafles 



Zupancic Perspective 

NET cannot create or open the application - Fixed ■ 5.0 - Server-side Templating 
typeName = (string)nav.Evaluate("string(@type)"); ... 

blog.devstone.com/aaron/ - 1 06k - Cached - Similar. pages 
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You can buy a little wireless key fob with USB Receiver manufactured by a no-name ... 
Private strStaffld As String Public Property StaffldO As String ... 

habibcs.blogspot.com/ - 36k - Cached - Similar pages 

USB Complete: Table of Contents 

Creating a Custom Driver. Writing a Driver from Scratch. Using a Driver Toolkit ... 20. Dual- 
role Devices with USB On-The-Go 535. Device and Host in One ... 

www.lvr.com/usbctoc.htm - 36k - Cached - SjmUar.P.aae.S. 

Documentation - Common UNIX Printing System 

The optional URIs string contains zero or more URIs separated by a newline. Each URI can 
be a CUPS server absolute path to a help file under the scheduler's ... 

www.cups.org/documentation.php/spec-ppd.htmi - 26k - Cached - Sirni!3r.{>aag§. 

Am if lash Download :: Development 

Get the User Role value from the custom-madeer property in the modified UserObject 
profile string userrole = userProfile.PropertiesfGeneraIlnfo.user_role"] ... 

www.softfile.org/detail/deve!opment/amiflash+download - 26k - Cached - Similar pages 

How can I set properties for a usercontrol in windows? in C#. VB ... 

In the following example, Color and Text are properties of a user control instance created 

by the Acme:Login custom server control tag. ... 

www.dotnetspider.cona/qa/Question1 1708.aspx - 35k - Caeheci - SunijHtr.pages 

[PDF] VIDs. PIDs. and Firmware: Design Decisions When Using Tl USB ... 
File Formal: PDF/Adobe Acrobat - View as HTML 
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